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Inspection Note

The Chief Engineer, PWD, Maintenance Zone M-4 has inspected G.G.S.S. School,
Bulbuli Khana and S.K.V. Haveli Azam Khan, Delhi along with Shri S. K. Aggarwal,
Superintending Engineer, M-43 Shri Bijendra Kumar, Superintending Engineer M-45 & Shri
Kamal Singh. Executive Engineer M-432 on 11/04/2014. Following observations have been
made:-

1 Name of Work : Cl/o 15 Nos. additional Class rooms and 6 Nos. toilets i/c
electric installation and fans etc. at various locations in Central District of Delhi under
Sarva Shiksha Abhiyan.

Agreement No. : 22/EE/CBMD M-432/2012-13 (Civil Work)
Name of Contactor : M/s Krishan Murari Sharma & Sons.
Tendered Amount : Rs. 1,50,11,005/- (composite)

Date of Start :16-11-2012

Date of Completion : 15-05-2013

o Surface of Walls, especially wall on right hand side was uneven as the plaster has not been
done properly & undulations were visible on the surface.

e Some of the Red Sand Stone slab/pattis used for roofing were not properly chiseled and
were of not proper size, resulting gap was filled up with mortar which is not proper.

¢ Kota Stone flooring in Verandah of ground floor is not up to the mark, as small cut pieces
were used instead of equal/proper size of Kota Stone/Marble Slab. this has resulted in patchy
work.

e Ramp constructed for barrier free access at the end of Verandah is having very steep slope.
This is to be reconstructed with mild slope not more than 1(V):15(H).

e Damaged sewer line, gully chambers are to be set right on priority as it is creating
unhygienic condition in the school premises.

¢ Enamel Plaint of door, windows and other steel work (girder, tee etc. on roof) has not been
done properly and should be redone.

o Although the work is being done through composite tender, conduit/electrical wiring seems
to be done after plastering; resulting in undulations in plaster surfaces in some portions of
wall.

e Fixing of electrical fittings with Girder are not done properly. Alignment of fitting with
girder is to be done.

e Clamps used for fixing of the electrical fittings are found rusted and joints in the clamps are
found connected with the wire and these are not acceptable. There should not be any joint in
the clamps used for fixing of electrical fittings.
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e Wires are coming out in the junction boxes on the external walls of the classrooms and these
junction boxes are to be properly covered with finolic laminated sheets and fittings are to be
fixed on external walls.

e Ceiling fans yet to be fixed.

e Malba/earth is to be removed and site including surrounding is to be made neat & clean.

e Overall quality of the work needs improvement.

2 Name of work : Up gradation work at G.G.S.S. School, Bulbuli Khana and
S.K.V. Haveli Azam Khan, Delhi.
Agreement No. : 18/EE/CBMD M-432/2013-14

Name of Contractor : Sh. Vikas Singh
Tendered Amount  : Rs. 37,21,785/-
Date of Start 1 17-08-2013
Date of Completion : 16-02-2014.

e Gaps in wall tile over floor are not filled up with pigment and in proper manner.

o Atano. of places vertical and horizontal joints in the tiles were found to be uneven.

e Tile cladding at the jambs of the doors and windows are not properly carried out especially
near the hinges of the door.

e The work of Kota Stone Flooring is not up to the mark as small/cut pieces of Kota Stone
have been used in the room inspected.

o Floor level of the new flooring laid in the rooms have not been matched with the level of
the existing flooring in the Verandah, resulting in difference in level of flooring. This
should not be permitted.

o Rubbing and Polishing of Kota Stone flooring has not been completed yet. This is to be
finished immediately after rectification of the defect as pointed out.

o Lot of dust are found in the ceiling fans and fittings and hence these are to be cleaned
regularly.

o Blades of some ceiling fans are found twisted and these are to be replaced.

e Cables on the external walls of the classrooms are found hanging which are to be fixed/laid
properly.

e Also cables connected between the two existing blocks are found hanging and these are to
be laid properly.

o It should be ensured that all fans and fittings in the schools should be in working condition.

e Excess Malba/Earth and waste materials lying in the premises are to be removed and
school should be maintained neat & tidy. /

(3% 1Y
g JFar
SR A~ U 4

wlaferr—
1. wfra, ofiofo, sai ae, & f, faeeh wfarer, € feeh 110002 @7 FaT UfE |
2 W@ s eofiofo, 123 e, THO TH0 0, FRIRS R, ¢ fawel 110002 BT

et Ui |

Cont...P-3/-





image3.jpeg
gy gaaret v sraes arEaE) &g Hia—

1

2

3

A T @, s, Sefeor s, AR fafed T argRerr uRFee wE-43, 11-ar
T, TH. THAHAT, SIURYT gl A8 eeii—110002.

£t o AR, swflerr afaw, avfAfa. fage smRemr R¥se w45, 187 Ta, T
TSI, SIURY HUaT, 7% fIeen—110002.

it BHet g, driuTesd sifaw, fafde fafeeT amgRerer #ea wH 432, =0 o fo, 11at

T, TATEAN. e, 7§ feeeli-110002 |

4 5 dora gAl, FRiUTes s, AR g srRe Ao i-452, @R wf,
WARE TR, 78 faeei—110003 |
4 ANAA
5 T | M
g7 sifrar

JETT FAcd— TH 4




