with proper compaction. The EE, F-134 informed that some more samples from the already laid tiles have
been collected and will be got tested in presence representatives of PWD and TPQA. Such exercise should
also be carried out in future so as to ensure proper quality of paver tiles.

The matter regarding quality control during wing casting was also discussed and it was directed that
proper care should be taken while placing the side shutters so as to ensure there is no leakage of slurry. If
certain piece of side shutter has been damaged that should not be allowed to be used.

The issue regarding quality of bituminous work was also discussed in detail. It was directed that one
representative whether from PWD or T.P.Q.A. should always be there at Hot Mix Plant of the agency to
ensure that the bituminous material is as per specifications. The slips of the bituminous mix should also be
obtained from the agency as discussed during earlier inspections.

Then, went to the site of A-1 ramp where rectification of precast crash barriers, placed on both sides in
certain length, was being done through cutting of top portion. Some rectification on the inner surface of crash
barrier was also pointed out so as to maintain the required line and levels. The precast facia panels were also
being placed in the ramp portion which were yet to be aligned. It was again directed that its alignment should
be properly checked before allowing concreting in crash barrier. L
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Flyover Project Circle F-13, P

Copy to:- :

(€8] The Pr. Chief Engineer, Flyover Project Zone F-1, PWD, 12" Floor, MSO Building, I.P. Estate, New
Delhi for kind information please.

2 The Executive Engineer, FPD, F-134 for information and n.a. please. L
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